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Receiving Instructions  
After delivery, remove the packaging from the product. Inspect the product closely to determine whether it 

sustained damage during transport. If damage is discovered, record a complete description of it on the bill of lading. If 
the product is undamaged, discard the packaging. 
 

NOTE: The end-user is solely responsible for confirming that product design, use, and maintenance comply with laws, 
regulations, codes, and mandatory standards applied where the product is used. 
 

Technical Service & Replacement Parts  
 For answers to questions not addressed in these instructions and to order replacement parts, labels, and accessories, 
call our Technical Service and Parts Department at (260) 665-7586. The department can also be contacted online at 
http://www.vestilmfg.com/parts_info.htm. 

 

Electronic copies of Instruction Manuals 
 Additional copies of this instruction manual may be downloaded from https://www.vestil.com/page-manuals.php. 
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SPECIFICATIONS 
Dimensions, net weight, and capacity information for each AHA-series crane are provided in the tables 

on pages 2, 3, and 4. However, product design changes might alter specifications, particularly dimensions 
and net weight, for 1 or more model. Specifications documents for AHA-series cranes are provided on 
Vestil’s website. To access the appropriate specifications document, navigate to the relevant webpage: 
https://www.vestil.com/product.php?FID=522 or https://www.vestil.com/product.php?FID=523.   Click the 
“Product Specifications Table” drop-down menu bar partway down the page. Scroll down to the entry for 
the model you purchased and click the button in the column titled “PDF’s” that looks like a pencil inside a 
box. A PDF file will open. This file is the specifications document. Print a copy of the document and keep it 
with your copy of this manual. The following is an exemplar specifications document. NOTE: 1 or more 
model listed in the following tables might be discontinued between revisions of this manual. 

 

 
 

Model 
A: 

Overall 
width 

B: 
Overall 
Beam 
Length 

C: 
Usable 
beam 
length 

D: 
Beam 
height 

E: 
Overall height 

F: 
Usable height  

range 
Capacity Net 

Weight  

AHA-2-8-8 533/4 in. 
136.5 cm 

96 in. 
243.8 cm 

721/4 in. 
183.5 cm 

6 in. 
15.2 cm 

(74-104) in. 
(188-264.2) cm 

(68 – 98) in. 
(30.9 – 44.5) cm 

2,000 lb. 
909 kg 

276 lb. 
125.5 kg 

AHA-2-8-10 533/4 in. 
136.5 cm 

96 in. 
243.8 cm 

721/4 in. 
183.5 cm 

6 in. 
15.2 cm 

(98-128) in. 
(249 - 325) cm 

(92 – 122) in. 
(233.7 – 309.9) cm 

2,000 lb. 
909 kg 

277 lb. 
125.9 kg 

AHA-2-8-12 533/4 in. 
136.5 cm 

96 in. 
243.8 cm 

721/4 in. 
183.5 cm 

6 in. 
15.2 cm 

(120 – 150) in. 
(304.8 – 381) cm 

(114 – 144) in. 
(289.6 – 365.8) cm 

2,000 lb. 
909 kg 

287 lb. 
130.5 kg 

AHA-2-10-8 533/4 in. 
136.5 cm 

120 in. 
304.8 cm 

961/4 in. 
244.5 cm 

6 in. 
15.2 cm 

(74 – 104) in. 
(188 – 264.2) cm 

(68 – 98) in. 
(172.7 – 248.9)cm 

2,000 lb. 
909 kg 

272 lb. 
123.6 kg 

AHA-2-10-10 533/4 in. 
136.5 cm 

120 in. 
304.8 cm 

961/4 in. 
244.5 cm 

6 in. 
15.2 cm 

(98 – 128) in. 
(248.9 – 325.1) cm 

(92 – 122) in. 
(233.7 – 309.9) cm 

2,000 lb. 
909 kg 

293 lb. 
133.2 kg 

AHA-2-10-12 533/4 in. 
136.5 cm 

120 in. 
304.8 cm 

961/4 in. 
244.5 cm 

6 in. 
15.2 cm 

(120 – 150) in. 
(304.8 – 381) cm 

(114 – 144) in. 
(289.6 – 365.8) cm 

2,000 lb. 
909 kg 

305 lb. 
138.6 kg 

AHA-2-12-8 5313/16 in. 
136.7 cm 

144 in. 
365.8 cm 

1201/4 in. 
305.4 cm 

8 in. 
20.3 cm 

(76 – 106) in. 
(193 – 268.2) cm 

(68 – 98) in. 
(172.7 – 248.9) cm 

2,000 lb. 
909 kg 

307 lb. 
139.5 kg 

AHA-2-12-10 5313/16 in. 
136.7 cm 

144 in. 
365.8 cm 

1201/4 in. 
305.4 cm 

8 in. 
20.3 cm 

(100 – 130) in. 
(254 – 330.2) cm 

(92 – 122) in. 
(233.7 – 309.9) cm 

2,000 lb. 
909 kg 

315 lb. 
143.2 kg 

AHA-2-12-12 5313/16 in. 
136.7 cm 

144 in. 
365.8 cm 

1201/4 in. 
305.4 cm 

8 in. 
20.3 cm 

(122 – 152) in. 
(309.9 – 386.1) cm 

(114 – 144) in. 
(289.6 – 365.8) cm 

2,000 lb. 
909 kg 

327 lb. 
148.6 kg 

AHA-2-15-8 5313/16 in. 
136.7 cm 

180 in. 
457.2 cm 

1561/4 in. 
396.9 cm 

8 in. 
20.3 cm 

(76 – 106) in. 
(193 – 269.2) cm 

(68 – 98) in. 
(172.7 – 248.9) cm 

2,000 lb. 
909 kg 

360 lb. 
163.6 kg 

AHA-2-15-10 5313/16 in. 
136.7 cm 

180 in. 
457.2 cm 

1561/4 in. 
396.9 cm 

8 in. 
20.3 cm 

(100 – 130) in. 
(254 – 330.2) cm 

(92 – 122) in. 
(233.7 – 309.9) cm 

2,000 lb. 
909 kg 

405 lb. 
184.1 kg 

AHA-2-15-12 5313/16 in. 
136.7 cm 

180 in. 
457.2 cm 

1561/4 in. 
396.9 cm 

8 in. 
20.3 cm 

(122 – 152) in. 
(309.9 – 386.1) cm 

(114 – 144) in. 
(289.6 – 365.8) cm 

2,000 lb. 
909 kg 

412 lb. 
187.3 kg 

AHA-4-8-8 5315/16 in. 
137 cm 

96 in. 
243.8 cm 

721/4 in. 
183.5 cm 

8 in. 
20.3 cm 

(761/8 – 1061/8) in. 
(193.5 – 269.7) cm 

(681/8 – 981/8) in. 
(173.2 – 249.4) cm 

4,000 lb. 
1,818 kg 

353 lb. 
160.5 kg 

AHA-4-8-10 5315/16 in. 
137 cm 

96 in. 
243.8 cm 

721/4 in. 
183.5 cm 

8 in. 
20.3 cm 

(1001/8 – 1301/8) in. 
(254.3 – 330.5) cm 

(921/8 – 1221/8) in. 
(234 – 310.2) cm 

4,000 lb. 
1,818 kg 

346 lb. 
157.3 kg 

AHA-4-8-12 5315/16 in. 
137 cm 

96 in. 
243.8 cm 

721/4 in. 
183.5 cm 

8 in. 
20.3 cm 

(1221/8 – 1521/8) in. 
(310.2 – 386.4) cm 

(1141/8 – 1441/8) in. 
(289.9– 366.1) cm 

4,000 lb. 
1,818 kg 

372 lb. 
169.1 kg 

AHA-4-10-8 5315/16 in. 
137 cm 

120 in. 
304.8 cm 

961/4 in. 
244.5 cm 

8 in. 
20.3 cm 

(761/8 – 1061/8) in. 
(193.5 – 269.7) cm 

(681/8 – 981/8) in. 
(173.2 – 249.4) cm 

4,000 lb. 
1,818 kg 

339 lb. 
135.5 kg 

A 

B 
C 

D 

E F 
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AHA-4-10-10 5315/16 in. 
137 cm 

120 in. 
304.8 cm 

961/4 in. 
244.5 cm 

8 in. 
20.3 cm 

(1001/8 – 1301/8) in. 
(254.3 – 330.5) cm 

(921/8 – 1221/8) in. 
(234 – 310.2) cm 

4,000 lb. 
1,818 kg 

348 lb. 
158.2 kg 

AHA-4-10-12 5315/16 in. 
137 cm 

120 in. 
304.8 cm 

961/4 in. 
244.5 cm 

8 in. 
20.3 cm 

(1221/8 – 1521/8) in. 
(310.2 – 386.4) cm 

(1141/8 – 1441/8) in. 
(289.9– 366.1) cm 

4,000 lb. 
1,818 kg 

390 lb. 
177.3 kg 

AHA-4-12-8 5315/16 in. 
137 cm 

144 in. 
365.8 cm 

1201/4 in. 
305.4 cm 

8 in. 
20.3 cm 

(761/8 – 1061/8) in. 
(193.4 – 269.6) cm 

(681/8 – 981/8) in. 
(173.2 – 249.4) cm 

4,000 lb. 
1,818 kg 

353 lb. 
160.5 kg 

AHA-4-12-10 5315/16 in. 
137 cm 

144 in. 
365.8 cm 

1201/4 in. 
305.4 cm 

8 in. 
20.3 cm 

(1001/8 – 1301/8) in. 
(254.3 – 330.5) cm 

(921/8 – 1221/8) in. 
(234 – 310.2) cm 

4,000 lb. 
1,818 kg 

366 lb. 
166.4 kg 

AHA-4-12-12 5315/16 in. 
137 cm 

144 in. 
365.8 cm 

1201/4 in. 
305.4 cm 

8 in. 
20.3 cm 

(1221/8 – 1521/8) in. 
(310.2 – 386.4) cm 

(1141/8 – 1441/8) in. 
(289.9– 366.1) cm 

4,000 lb. 
1,818 kg 

391 lb. 
177.7 kg 

AHA-4-15-8 5315/16 in. 
137 cm 

180 in. 
457.2 cm 

1561/4 in. 
396.9 cm 

10 in. 
25.4 cm 

(781/8 – 1081/8) in. 
(198.4 – 274.6) cm 

(681/8 – 981/8) in. 
(173.2 – 249.4) cm 

4,000 lb. 
1,818 kg 

399 lb. 
181.4 kg 

AHA-4-15-10 5315/16 in. 
137 cm 

180 in. 
457.2 cm 

1561/4 in. 
396.9 cm 

10 in. 
25.4 cm 

(1021/8 – 1321/8) in. 
(259.4 – 335.6) cm 

(921/8 – 1221/8) in. 
(234 – 310.2) cm 

4,000 lb. 
1,818 kg 

441 lb. 
200.5 kg 

AHA-4-15-12 5315/16 in. 
137 cm 

180 in. 
457.2 cm 

1561/4 in. 
396.9 cm 

10 in. 
25.4 cm 

(1241/8 – 1541/8) in. 
(315.3 – 391.5) cm 

(1141/8 – 1441/8) in. 
(289.9– 366.1) cm 

4,000 lb. 
1,818 kg 

442 lb. 
200.9 kg 

AHA-6-8-8 6411/16 in. 
164.3 cm 

96 in. 
243.8 cm 

721/4 in. 
183.5 cm 

10 in. 
25.4 cm 

(84 - 108) in. 
(213.4 – 274.3) cm 

(74 – 98) in. 
(188 – 249) cm 

6,000 lb. 
2,727 kg 

444 lb. 
201.8 kg 

AHA-6-8-10 6411/16 in. 
164.3 cm 

96 in. 
243.8 cm 

721/4 in. 
183.5 cm 

10 in. 
25.4 cm 

 (108 - 132) in. 
(274.3 – 335.3) cm 

(98 – 122) in. 
(248.9 – 309.9) cm 

6,000 lb. 
2,727 kg 

599 lb. 
272.3 kg 

AHA-6-8-12 6411/16 in. 
164.3 cm 

96 in. 
243.8 cm 

721/4 in. 
183.5 cm 

10 in. 
25.4 cm 

(132 - 156) in. 
(335.3 – 396.2) cm 

(122 – 146) in. 
(309.9 – 370.8) cm 

6,000 lb. 
2,727 kg 

602 lb. 
273.6 kg 

AHA-6-10-8 6411/16 in. 
164.3 cm 

120 in. 
304.8 cm 

961/4 in. 
244.5 cm 

10 in. 
25.4 cm 

(84 – 108) in. 
(213.4 – 274.3) cm 

(74 – 98) in. 
(188.0 – 248.9) cm 

6,000 lb. 
2,727 kg 

476 lb. 
216.4 kg 

AHA-6-10-10 6411/16 in. 
164.3 cm 

120 in. 
304.8 cm 

961/4 in. 
244.5 cm 

10 in. 
25.4 cm 

(108 – 132) in. 
274.3 – 335.3) cm 

(98 – 122) in. 
(248.9 – 309.9) cm 

6,000 lb. 
2,727 kg 

494 lb. 
224.5 kg 

AHA-6-10-12 6411/16 in. 
164.3 cm 

120 in. 
304.8 cm 

961/4 in. 
244.5 cm 

10 in. 
25.4 cm 

(132 - 156) in. 
(335.3 – 396.2) cm 

(122 – 146) in. 
(309.9 – 370.8) cm 

6,000 lb. 
2,727 kg 

 515 lb. 
234.1 kg 

AHA-6-12-8 6411/16 in. 
164.3 cm 

144 in. 
365.8 cm 

1201/4 in. 
305.4 cm 

12 in. 
30.5 cm 

(86 – 110) in. 
(218.4 – 279.4) cm 

(74 – 98) in. 
(188 – 249) cm 

6,000 lb. 
2,727 kg 

757 lb. 
344.1 kg 

AHA-6-12-10 6411/16 in. 
164.3 cm 

144 in. 
365.8 cm 

1201/4 in. 
305.4 cm 

12 in. 
30.5 cm 

(110 – 134) in. 
279.4 – 340.4) cm 

(98 – 122) in. 
(248.9 – 309.9) cm 

6,000 lb. 
2,727 kg 

775 lb. 
352.3 kg 

AHA-6-12-12 6411/16 in. 
164.3 cm 

144 in. 
365.8 cm 

1201/4 in. 
305.4 cm 

12 in. 
30.5 cm 

(134 – 158) in. 
(340.4 – 401.3) cm 

(122 – 146) in. 
(309.9 – 370.8) cm 

6,000 lb. 
2,727 kg 

777 lb. 
353.2 kg 

AHA-6-15-8 6411/16 in. 
164.3 cm 

180 in. 
457.2 cm 

1561/4 in. 
396.9 cm 

12 in. 
30.5 cm 

(86 – 110) in. 
(218.4 – 279.4) cm 

(74 – 98) in. 
(188 – 249) cm 

6,000 lb. 
2,727 kg 

856 lb. 
389.1 kg 

AHA-6-15-10 6411/16 in. 
164.3 cm 

180 in. 
457.2 cm 

1561/4 in. 
396.9 cm 

12 in. 
30.5 cm 

(110 - 134) in. 
(279.4 – 340.4) cm 

(98 – 122) in. 
(248.9 – 309.9) cm 

6,000 lb. 
2,727 kg 

874 lb. 
397.3 kg 

AHA-6-15-12 6411/16 in. 
164.3 cm 

180 in. 
457.2 cm 

1561/4 in. 
396.9 cm 

12 in. 
30.5 cm 

(134 – 158) in. 
(340.4 – 401.3) cm 

(122 – 146) in. 
(309.9 – 370.8) cm 

6,000 lb. 
2,727 kg 

894 lb. 
406.4 kg 

 

Adjustable Height Aluminum Gantry Cranes with Pneumatic Casters (suffix –PNU) 

AHA-15-8-8-PNU 533/4 in. 
136.5 cm 

96 in. 
243.8 cm 

721/4 in. 
183.5 cm 

6 in. 
15.2 cm 

(801/4 - 1101/4) in. 
(203.8 – 280.0) cm 

(741/4 - 1041/4) in. 
(188.6 – 264.8) cm 

1,500 lb. 
681.8 kg 

268 lb. 
121.8 kg 

AHA-15-8-10-PNU 533/4 in. 
136.5 cm 

96 in. 
243.8 cm 

721/4 in. 
183.5 cm 

6 in. 
15.2 cm 

(1041/4 - 1341/4) in. 
(264.8 – 341.0) cm 

(981/4 - 1281/4) in. 
(249.6 – 325.8) cm 

1,500 lb. 
681.8 kg 

279 lb. 
126.8 kg 

AHA-15-8-12-PNU 533/4 in. 
136.5 cm 

96 in. 
243.8 cm 

721/4 in. 
183.5 cm 

6 in. 
15.2 cm 

(1261/4 - 1561/4) in. 
(320.7 – 396.8) cm 

(1201/4 - 1501/4) in. 
(305.4 – 381.6) cm 

1,500 lb. 
681.8 kg 

288 lb. 
130.9 kg 

AHA-15-10-8-PNU 533/4 in. 
136.5 cm 

120 in. 
304.8 cm 

961/4 in. 
244.5 cm 

6 in. 
15.2 cm 

(801/4 - 1101/4) in. 
(203.8 – 280.0) cm 

(741/4 - 1041/4) in. 
(188.6 – 264.8) cm 

1,500 lb. 
681.8 kg 

275 lb. 
125 kg 

AHA-15-10-10-PNU 533/4 in. 
136.5 cm 

120 in. 
304.8 cm 

961/4 in. 
244.5 cm 

6 in. 
15.2 cm 

(1041/4 - 1341/4) in. 
(264.8 – 341.0) cm 

(981/4 - 1281/4) in. 
(249.6 – 325.8) cm 

1,500 lb. 
681.8 kg 

286 lb. 
130 kg 

AHA-15-10-12-PNU 533/4 in. 
136.5 cm 

120 in. 
304.8 cm 

961/4 in. 
244.5 cm 

6 in. 
15.2 cm 

(1261/4 - 1561/4) in. 
(320.7 – 396.8) cm 

(1201/4 - 1501/4) in. 
(305.4 – 381.6) cm 

1,500 lb. 
681.8 kg 

295 lb. 
134.1 kg 

AHA-15-12-8-PNU 533/4 in. 
136.5 cm 

144 in. 
365.8 cm 

1201/4 in. 
305.4 cm 

8 in. 
20.3 cm 

(821/4 - 1121/4) in. 
(208.9 – 285.1) cm 

(741/4 - 1041/4) in. 
(188.6 – 264.8) cm 

1,500 lb. 
681.8 kg 

297 lb. 
135 kg 

AHA-15-12-10-PNU 533/4 in. 
136.5 cm 

144 in. 
365.8 cm 

1201/4 in. 
305.4 cm 

8 in. 
20.3 cm 

(1061/4 - 1361/4) in. 
(269.9 – 346.1) cm 

(981/4 - 1281/4) in. 
(249.6 – 325.8) cm 

1,500 lb. 
681.8 kg 

308 lb. 
140 kg 

AHA-15-12-12-PNU 533/4 in. 
136.5 cm 

144 in. 
365.8 cm 

1201/4 in. 
305.4 cm 

8 in. 
20.3 cm 

(1281/4 - 1581/4) in. 
(325.8 – 402.0) cm 

(1201/4 - 1501/4) in. 
(305.4 – 381.6) cm 

1,500 lb. 
681.8 kg 

317 lb. 
144.1 kg 

AHA-15-15-8-PNU 533/4 in. 
136.5 cm 

180 in. 
457.2 cm 

1561/4 in. 
396.9 kg 

8 in. 
20.3 cm 

(821/4 - 1121/4) in. 
(208.9 – 285.1) cm 

(741/4 - 1041/4) in. 
(188.6 – 264.8) cm 

1,500 lb. 
681.8 kg 

348 lb. 
158.2 kg 

AHA-15-15-10-PNU 533/4 in. 
136.5 cm 

180 in. 
457.2 cm 

1561/4 in. 
396.9 kg 

8 in. 
20.3 cm 

(1061/4 - 1361/4) in. 
(269.9 – 346.1) cm 

(981/4 - 1281/4) in. 
(249.6 – 325.8) cm 

1,500 lb. 
681.8 kg 

359 lb. 
163.2 kg 

AHA-15-15-12-PNU 533/4 in. 
136.5 cm 

180 in. 
457.2 cm 

1561/4 in. 
396.9 kg 

8 in. 
20.3 cm 

(1281/4 - 1581/4) in. 
(325.8 – 402.0) cm 

(1201/4 - 1501/4) in. 
(305.4 – 381.6) cm 

1,500 lb. 
681.8 kg 

368 lb. 
167.3 kg 

Optional Equipment Description 
AHA-2/4-TLC TOTAL LOCKING CASTERS (SET OF 4; ONLY FOR 2,000 & 4,000LB. CAPACITY MODELS) 
AHA-PNU-RF RETROFIT FOUR-WAY LOCKING PNEUMATIC CASTERS (1,500 POUND CAPACITY) 
AHA-2/4-V 8IN. X 2IN. V-GROOVE WHEELS (SET OF 4; 2,000 & 4,000LB. CAPACITY MODELS ONLY) 
AHA-2/4-V4 8IN. X 2IN. V-GROOVE WHEELS (SET OF 4 WITH 4-POSITION LOCK; ONLY 2,000 & 4,000LB. CAPACITY MODELS) 
AHA-KIT (2) COME-ALONG FOR HEIGHT ADJUSTMENT ONLY 
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 FIGURE 1: Exploded View of AHA-2-8-8, AHA-2-8-10, & AHA-2-8-12 
 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

          
 
 
 
 
 
 
 
 
 
 
 
 
 

 

 
Item  Part no. Description Quantity 

1 28-014-986-001 6in. (H) x 3.314 in. (W) x 96 in. (L)  inch aluminum I-beam 1 

2 GFN-8/2-S-4PSL 
(16-132-249) Glass filled nylon 4-position swivel locking caster 4 

3 28-014-190 Casting, aluminum 2k yoke 2 
4 28-112-007 Pin, retaining, ¾ in. x 6 in. usable length 2 
5 33082 3/8 in. zinc plated SAE flat washer 32 
6 11107 3/8 in. – 16 x 1¼ HHCS #2 zinc-plated bolt  16 
7 33622 3/8 in. zinc plated lock washer 16 
8 36106 3/8 in. – 16 zinc plated hex nut 16 
9 33626 ½ in. zinc-plated lock washer 8 

10 45286 1/8 in. x 25/8 in. #11 hitch pin clip  4 
11 33-112-034 Pin, clevis, ¾ in. x 31/2 in. usable length 4 
12 28-516-054 I-beam clamp weldment 4 
13 08-025-007 Knob, 3/8 in. – 16 UNC THD x 11/4 long 6 

14 & 15 11134585 
Structural nut and bolt combo: 
½ in. – 13 x 2½ in. A325 galvanized  
½ in. – 13 A325 galvanized 

8 

16 28-514-220 2k leg tube weldment 4 

17 

 
 

28-514-227 
28-514-228 
28-514-229 

Adjustable upright weldment: (when ordering 
replacements, only sold as a pair) 
AHA-2-8-8 
AHA-2-8-10 
AHA-2-8-12  

 
 

2 
2 
2 

 

28-006-187 
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FIGURE 2: Exploded View of AHA-2-10-8, AHA-2-10-10, & AHA-2-10-12 

 

 
 

Item Part no. Description Quantity 

1 GFN-8/2-S-4PSL 
(16-132-249) Glass filled nylon 4-position swivel locking caster 4 

2 28-014-986-002 6in. (H) x 3.314 in. (W) x 120 in. (L)  inch aluminum I-beam 1 
3 28-014-190 Casting, aluminum 2k yoke 2 
4 28-112-007 Pin, retaining, ¾ in. x 6 in. usable length 2 
5 33082 3/8 in. zinc plated SAE flat washer 32 
6 11107 3/8 in. – 16 x 1¼ HHCS #2 zinc-plated bolt  16 
7 33622 3/8 in. zinc plated lock washer 16 
8 36106 3/8 in. – 16 zinc plated hex nut 16 
9 33626 ½ in. zinc-plated lock washer 8 
10 45286 1/8 in. x 25/8 in. #11 hitch pin clip  4 
11 33-112-034 Pin, clevis, ¾ in. x 31/2 in. usable length 4 
12 28-516-054 I-beam clamp weldment 4 
13 08-025-007 3/8 in. – 16 UNC threaded knob, TT-18-PED 6 

14 & 15 11134585 ½ in. – 13 x 2½ in.A325 galvanized structural nut & bolt combo 
½ in. – 13 A325 galvanized structural nut & bolt combo 8 

16 28-514-220 2k leg tube weldment 4 

17 

 
28-514-227 
28-514-228 
28-514-229 

Adjustable upright weldment: (when ordering replacements, 
only sold as a pair) 
AHA-2-10-8 
AHA-2-10-10 
AHA-2-10-12  

 
2 
2 
2 

 
 
 

28-006-188 
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FIGURE 3: Exploded View of AHA-2-12-8, AHA-2-12-10, & AHA-2-12-12 

          

Item Part no. Description Quantity 
1 28-514-220 2k leg tube weldment 4 
2 28-014-987-002 8 in. (H) x 4 in. (W) x 144 in. (L) aluminum I-beam 1 
3 28-014-190 Casting, aluminum 2k yoke 2 
4 28-112-007 Pin, retaining ¾ in. x 6 in. usable length  2 
5 33082 3/8 in. zinc plated SAE flat washer 32 
6 11107 3/8 in. – 16 x 1¼ HHCS #2 zinc-plated bolt  16 
7 33622 3/8 in. zinc plated lock washer 16 
8 36106 3/8 in. – 16 zinc plated hex nut 16 
9 45286 1/8 in. x 25/8 in. #11 hitch pin clip  4 
10 33626 ½ in. zinc-plated lock washer 8 
11 28-516-054 I-beam clamp weldment 4 
12 08-025-007 3/8 in. – 16 UNC threaded knob, TT-18-PED 6 

13 GFN-8/2-S-4PSL 
(16-132-249) Glass filled nylon 4-position swivel locking caster 4 

14 33-112-034 Pin, clevis, ¾ in. x 31/2 in. usable length  4 

15 

 
 

28-514-227 
28-514-228 
28-514-229 

Adjustable upright weldment: (when ordering replacements, 
only sold as a pair) 
AHA-2-12-8 
AHA-2-12-10 
AHA-2-12-12  

 
 
2 
2 
2 

16 & 17 11134585 ½ in. – 13 x 2½ in.A325 galvanized structural nut & bolt combo 
½ in. – 13 A325 galvanized structural nut & bolt combo 8 

 

28-006-189 
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FIGURE 4: Exploded View of AHA-2-15-8, AHA-2-15-10, & AHA-2-15-12 

 
 

 
 

Item Part no. Description Quantity 
1 28-514-220 2k leg tube weldment 4 
2 28-014-988-004 8 in. (H) x 4.17 in. (W) x 180 in. (L) aluminum I-beam 1 
3 28-014-190 Casting, aluminum 2k yoke 2 
4 28-112-007 Retaining, pin, ¾ in. x 6 in. usable length 2 
5 33082 3/8 in. zinc plated SAE flat washer 32 
6 11107 3/8 in. – 16 x 1¼ HHCS #2 zinc-plated bolt  16 
7 33622 3/8 in. zinc plated lock washer 16 
8 36106 3/8 in. – 16 zinc plated hex nut 16 
9 45286 1/8 in. x 25/8 in. #11 hitch pin clip  4 
10 33626 ½ in. zinc-plated lock washer 8 
11 28-516-054 I-beam clamp weldment 4 
12 08-025-007 3/8 in. – 16 UNC threaded knob, TT-18-PED 6 

13 GFN-8/2-S-4PSL 
(16-132-249) Glass filled nylon 4-position swivel locking caster 4 

14 33-112-034 Pin, clevis, ¾ in. x 31/2 in. usable length  4 

15 

 
 

28-514-227 
28-514-228 
28-514-229 

Adjustable upright weldment: (when ordering replacements, 
only sold as a pair) 
AHA-2-15-8 
AHA-2-15-10 
AHA-2-15-12  

 
 

2 
2 
2 

16 & 17 11134585 ½ in. – 13 x 2½ in.A325 galvanized structural nut & bolt combo 
½ in. – 13 A325 galvanized structural nut & bolt combo 8 

28-006-193 
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FIGURE 5: Exploded View of AHA-4-8-8, AHA-4-8-10, & AHA-4-8-12 

 

Item Part no. Description Quantity 
1 28-014-272 Aluminum 4k gantry casting 2 
2 28-112-007 Retaining, pin, ¾ in. x 6 in. usable length 2 

3 

 
 

28-514-230 
28-514-231 
28-514-232 

Adjustable upright weldment: (when ordering replacements, 
only sold as a pair) 
AHA-4-8-8 
AHA-4-8-10 
AHA-4-8-12  

 
 

2 
2 
2 

4 28-014-987-001 8 in. (H) x 4 in. (W) x 96 in. (L) aluminum I-beam 1 
5 33626 ½ in. zinc-plated lock washer 8 

6 & 13 11134585 ½ in. – 13 x 2½ in.A325 galvanized structural nut & bolt combo 
½ in. – 13 A325 galvanized structural nut & bolt combo 8 

7 45286 1/8 in. x 25/8 in. #11 hitch pin clip  4 
8 28-112-031 Pin, clevis, ¾ in. x 41/4 in. usable length  4 
9 33082 3/8 in. zinc plated SAE flat washer 32 
10 11107 3/8 in. – 16 x 1¼ HHCS #2 zinc-plated bolt  16 
11 33622 3/8 in. zinc plated lock washer 16 
12 36106 3/8 in. – 16 zinc plated hex nut 16 
14 28-516-054 I-beam clamp weldment 4 
15 08-025-007 3/8 in. – 16 UNC threaded knob, TT-18-PED 6 
16 28-514-221 4k leg tube weldment 4 

17 GFN-8/2-S-4PSL 
(16-132-249) Glass filled nylon 4-position swivel locking caster 4 

28-006-226 
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FIGURE 6: Exploded View of AHA-4-10-8, AHA-4-10-10, & AHA-4-10-12 

 
Item Part no. Description Quantity 

1 28-014-272 Aluminum 4k gantry casting 2 
2 28-112-007 Pin, retaining, ¾ in. x 6 in. usable length 2 

3 

 
 

28-514-230 
28-514-231 
28-514-232 

Adjustable upright weldment: (when ordering replacements, 
only sold as a pair) 
AHA-4-8-8 
AHA-4-8-10 
AHA-4-8-12  

 
 

2 
2 
2 

4 28-014-988-001 8 in. (H) 4.17 in. (W) x 120 in. (L) aluminum I-beam 1 
5 33626 ½ in. zinc-plated lock washer 8 

6 & 13 11134585 ½ in. – 13 x 2½ in.A325 galvanized structural nut & bolt combo 
½ in. – 13 A325 galvanized structural nut & bolt combo 8 

7 45286 1/8 in. x 25/8 in. #11 hitch pin clip  4 
8 28-112-031 Pin, clevis, ¾ in. x 41/4 in. usable length  4 
9 33082 3/8 in. zinc plated SAE flat washer 32 
10 11107 3/8 in. – 16 x 1¼ HHCS #2 zinc-plated bolt  16 
11 33622 3/8 in. zinc plated lock washer 16 
12 36106 3/8 in. – 16 zinc plated hex nut 16 
14 28-516-054 I-beam clamp weldment 4 
15 08-025-007 3/8 in. – 16 UNC threaded knob, TT-18-PED 6 
16 28-514-221 4k leg tube weldment 4 

17 GFN-8/2-S-4PSL 
(16-132-249) Glass filled nylon 4-position swivel locking caster 4 

28-006-227 
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FIGURE 7: Exploded View of AHA-4-12-8, AHA-4-12-10, & AHA-4-12-12 

 

Item Part no. Description Quantity 
1 28-014-272 Aluminum 4k gantry casting 2 
2 28-112-007 Pin, retaining, ¾ in. x 6 in. usable length 2 

3 

 
 

28-514-230 
28-514-231 
28-514-232 

Adjustable upright weldment: (when ordering replacements, 
only sold as a pair) 
AHA-4-12-8 
AHA-4-12-10 
AHA-4-12-12  

 
 

2 
2 
2 

4 28-014-988-002 8in. (H) x 4.17in. (W) x 144in. (L) aluminum I-beam 1 
5 33626 ½ in. zinc-plated lock washer 8 

6 & 13 11134585 ½ in. – 13 x 2½ in.A325 galvanized structural nut & bolt combo 
½ in. – 13 A325 galvanized structural nut & bolt combo 8 

7 45286 1/8 in. x 25/8 in. #11 hitch pin clip  4 
8 28-112-031 Pin, clevis, ¾ in. x 41/4 in. usable length  4 
9 33082 3/8 in. zinc plated SAE flat washer 32 
10 11107 3/8 in. – 16 x 1¼ HHCS #2 zinc-plated bolt  16 
11 33622 3/8 in. zinc plated lock washer 16 
12 36106 3/8 in. – 16 zinc plated hex nut 16 
13 11134585 ½ in. – 13 A325 galvanized structural nut & bolt combo 8 
14 28-516-054 I-beam clamp weldment 4 
15 08-025-007 3/8 in. – 16 UNC threaded knob, TT-18-PED 6 
16 28-514-221 4k leg tube weldment 4 

17 GFN-8/2-S-4PSL 
(16-132-249) Glass filled nylon 4-position swivel locking caster 4 

28-006-228 
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FIGURE 8: Exploded View of AHA-4-15-8, AHA-4-15-10, & AHA-4-15-12 

 

Item  Part no. Description Quantity 
1 28-014-272 Aluminum 4k gantry casting 2 
2 28-112-007 Pin, retaining, ¾ in. x 6 in. usable length 2 

3 

 
 

28-514-230 
28-514-231 
28-514-232 

Adjustable upright weldment: (when ordering 
replacements, only sold as a pair) 
AHA-4-15-8 
AHA-4-15-10 
AHA-4-15-12  

 
 

2 
2 
2 

4 33626 ½ in. zinc-plated lock washer 8 

5 & 12 11134585 ½ in. – 13 x 2½ in.A325 galvanized structural nut & bolt  
½ in. – 13 A325 galvanized structural nut & bolt 8 

6 45286 1/8 in. x 25/8 in. #11 hitch pin clip  4 
7 28-112-031 Pin, clevis, ¾ in. x 41/4 in. usable length  4 
8 33082 3/8 in. zinc plated SAE flat washer 32 
9 11107 3/8 in. – 16 x 1¼ HHCS #2 zinc-plated bolt  16 
10 33622 3/8 in. zinc plated lock washer 16 
11 36106 3/8 in. – 16 zinc plated hex nut 16 
13 28-014-236 10 in. (H) x 4.66 in. (W) x 180 in. (L) aluminum I-beam 1 
14 28-516-054 I-beam clamp weldment 4 
15 08-025-007 3/8 in. – 16 UNC threaded knob, TT-18-PED 6 
16 28-514-221 4k leg tube weldment 4 

17 GFN-8/2-S-4PSL 
(16-132-249) Glass filled nylon 4-position swivel locking caster 4 

28-006-229 
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FIGURE 9: Exploded View of AHA-6-8-8, AHA-6-8-10, & AHA-6-8-12 
 

 

Item  Part no. Description Quantity 
1 28-514-189 Leg set weldment 2 
2 28-112-007 Pin, retaining, ¾ in. x 6 in. usable length 2 
3 33626 ½ in. zinc-plated lock washer 8 
4 28-014-355 10 in.(H) x 4.66 in. (W) x 96 in. (L) aluminum I-beam 1 
5 28-516-054 I-beam clamp weldment 4 

6 

 
 

28-514-233 
28-514-234 
28-514-235 

Adjustable upright weldment: (when ordering 
replacements, only sold as a pair) 
AHA-6-8-8 
AHA-6-8-10 
AHA-6-8-12 

 
 
2 
2 
2 

7 16-132-064 8in. x 3in. phenolic 4-way swivel lock caster 4 

8 & 9 11134585 ½ in. – 13 x 2½ in. A325 galvanized structural bolt  
½ in. -13 A325 galvanized structural nut  8 

10 11109 3/8 in. – 16 x 11/2 in. HHCS #2 zinc-plated bolt 16 
11 33008 3/8 in. USS zinc-plated flat washer 16 
12 36106 3/8 in. - 16 hex nut, zinc plated 16 
13 33622 3/8 in. lock washer, zinc plated 16 

28-006-252 

31 13 
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FIGURE 10: Exploded View of AHA-6-10-8, AHA-6-10-10, & AHA-6-10-12 

 

UU 

Item Part no. Description Quantity 
1 28-514-189 Frame, leg set weldment 2 
2 28-112-007 Pin, retaining, ¾ in. x 6 in. 2 
3 28-014-356 10 in. (H) x 4.66 in. (W) x 120 in. (L) aluminum I-beam 1 
4 28-516-054 I-beam clamp weldment 4 

5 

 
 

28-514-233 
28-514-234 
28-514-235 

Adjustable upright weldment: (when ordering 
replacements, only sold as a pair) 
AHA-6-10-8 
AHA-6-10-10 
AHA-6-10-12 

 
 

2 
2 
2 

6 16-132-064 8in. x 3in. phenolic 4-way swivel lock caster 4 

7 & 8 11134585 ½ in. – 13 x 2½ in. A325 galvanized structural nut & bolt  
½ in. -13 A325 galvanized structural nut & bolt 8 

9 33626 ½ in. zinc-plated lock washer 8 
10 11109 3/8 in. – 16 x 11/2 in. HHCS #2 zinc-plated bolt 16 
11 33008 3/8 in. USS zinc-plated flat washer 16 
12 36106 3/8 in. - 16 hex nut, zinc plated 16 
13 33622 3/8 in. lock washer, zinc plated 16 

28-006-255 

31 13 
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FIGURE 11: Exploded View of AHA-6-12-8, AHA-6-12-10, & AHA-6-12-12 

 

Item Part no. Description Quantity 
1 28-514-189 Leg set weldment 2 
2 28-112-007 Pin, retaining, ¾ in. x 6 in. usable length 2 

3 28-014-357 12 in. (H) x 7 in. (W) x 144 in. (L) heavy duty aluminum I-
beam  1 

4 28-516-061 I-beam clamp weldment 4 

5 

 
 

28-514-233 
28-514-234 
28-514-235 

Adjustable upright weldment: (when ordering 
replacements, only sold as a pair) 
AHA-6-12-8 
AHA-6-12-10 
AHA-6-12-12 

 
 

2 
2 
2 

6 16-132-064 8in. x 3in. phenolic, 4-way, swivel-lock caster 4 

7 & 8 11134585 ½ in. – 13 x 2½ in. A325 galvanized structural nut & bolt  
½ in. -13 A325 galvanized structural nut & bolt 8 

9 33626 ½ in. zinc-plated lock washer 8 
10 11109 3/8 in. – 16 x 11/2 in. HHCS #2 zinc-plated bolt 16 
11 33008 3/8 in. USS zinc-plated flat washer 16 
12 36106 3/8 – 16 in. hex nut 16 
13 33622 3/8 in. lock washer, zinc plated 16 

28-006-258 

31 13 
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 FIGURE 12: Exploded View of AHA-6-15-8, AHA-6-15-10, & AHA-6-15-12 

 

  

Item Part no. Description Quantity 
1 28-514-189 Leg set weldment 2 
2 28-112-007 Pin, retaining, ¾ in. x 6 in. usable length 2 
3 28-014-358 12 in. (H) x 7 in. (W) x 180 in. (L) heavy duty aluminum I-beam 1 
4 28-516-061 I-beam clamp weldment 4 

5 

 
28-514-233 
28-514-234 
28-514-235 

Adjustable upright weldment (only sold in pairs) 
AHA-6-15-8 
AHA-6-15-10 
AHA-6-15-12 

 
2 
2 
2 

6  16-132-064 Caster, swivel, 4 PSL, 8 x 3 4 1/2 x 6 1/4 TP 4 
7  33622 3/8 in. zinc-plated lock washer 8 
8 11109 Hex bolt, gr. A, zinc plated, 3/8 in. – 16 x 11/2” HHCS, zinc plated 16 
9 33008 Flat washer, low carbon, USS, zinc plated, 3/8 in. 16 

10 36106 Hex nut, zinc finish, 3/8 in. – 16 16 

11 1134585 ½ in. – 13 x 2½ in. A325 galvanized structural nut & bolt  
½ in. -13 A325 galvanized structural nut & bolt 8 

12 28-025-003 Strap 2 
13 33626 3/8 in. lock washer, zinc plated 8 

28-006-261 

31 13 
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Step 3: Insert the uprights into the receivers of the leg assemblies or yokes (yoke shown in diagrams). Align 
the 3rd hole from the bottom of the upright with the hole in the yoke/leg assembly.  
 
Turn the pin stops to be perpendicular to the adjustment pins to secure the pins in place. 
 

 
 
 

 
 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
   

 

½ in. -13 x 2½ in. 
A325 structural 
bolt A325 Nut 

 
 
 
 
 
 
 
 
 
 

½in. zinc-
plated lock 
washer 

½in. x 3in. zinc-
plated clevis pin 

Beam 
mounting 
bracket 

  Yoke 

Leg weldment 

Caster mount 
bracket 

Hitch pin 

Step 4: Attach the uprights to the I-beam 
                                                                                                                                                                                                      
 
                                                                                                                                                                                                                                                 

 

 

1. Measure the flange width of the I-beam (see Diagram 
4A).  

2. Mark a centerline across the beam mounting plate at 
the end of each upright.  

3. At a distance of half the flange width, mark parallel 
lines on both sides of the centerline. (See Diagram 4B). 

4. Identify the 4 bolt holes that lie just outside the width 
of the parallel lines. 

  
 
 
         

           

Measure width of I-beam 
flange (double arrow) 

 

Centerline of 
beam bracket 

 

Centerline of beam plate 

Diagram 4A 

 

Adjustment pin 
 

 

 

 

Adjustment 
pin 

Clevis pin 

Threaded 
knob 

Hitch pin 
Upright 

 
 

 Top view of mounting 
bracket 

 
 
 

 

 
 

In this illustration, beam 
clamps should be fastened 
to the mounting bracket 
through the second bolt 
hole (see arrows). 

Diagram 4B 

Beam 
mounting 
plate 

 

=  Centerline of 
    mounting plate 

 = Width of 
beam 
flange 

 

Pin adjustable 
upright to leg 
assembly with 
adjustment pin 

 

Centerline of beam bracket 

½ of flange width 

Flange 

Pin stop shown 
perpendicular to 
pin 

Receiver 
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Step 5: Fasten the I-beam to the uprights. 
a) [NOTE: The bolts and nuts referred to as a single part no. (11134585) in bills of materials on p. 5-16].Insert 

two 1/2” structural bolts through the holes of a beam clamp and through two holes in the beam 
mounting plate you identified in step 4d. Use two lock washers and nuts to hold the beam clamp in 
place. Do not fully tighten the nuts at this point. 

b) Position the I-beam on the beam mounting plate with one flange in the gap between the beam clamp 
and the mounting plate. 

c) Install a second beam clamp and fastening hardware on the other flange of the beam. 
d) Repeat steps 5a-5c with the other upright. 

 
 

 
 

                                                                                               
 
 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

 

 
 

 
 
 
 
 
 
 
 

Step 6: Make sure that the I-beam is centered on both beam plates and that the beam clamps significantly 
overlap the flange on both sides. Tighten all nuts to 50 - 52 ft·lb of torque. 

 

Step 7: Stand the crane on its feet. 
a) DO NOT attempt to stand the crane unless all other people are a safe distance away. Sudden, 

unexpected movement is possible as the crane passes its natural tipping point. 
b) Is using an overhead hoist, attach the hoist chain to the center of the I-beam. Slowly raise the beam until 

the crane rotates to stand on its feet. 
c) If using a fork truck, approach the crane from the I-beam side. Slide the forks under the center of the I-

beam. Slowly raise the beam while driving forward until the crane stands on its feet. WARNING: DO NOT 
raise the beam unless all other persons are a safe distance away from and behind the fork truck. 

                                                           
 

 
 

 
 
 
 
 
 
 

 

Diagram 5A:  Clamp I-beam flange to beam 
brackets of uprights 

 

I-beam 

 

 Upright 

 
 
 

Beam 
clamp 

Approach the crane with a fork truck from this side, and 
slide the forks under the I-beam. 
 

Slowly raise the beam while slowly driving forward until 
the crane stands on its feet. 

 
 
 
 

 DO NOT raise the beam unless all other 
persons have moved to a location away from and 
behind the fork truck. 

½ in. – 13  A325 
structural nut 
 

½ in. – 13 x 2½ in. 
A325 structural bolt 

½ in. zinc-plated 
lock washer 

Diagram 5C:  End View of I-beam Connection to Beam Bracket 

Diagram 5B:  Properly clamped flange 
 

 

Structural nut Beam 
flange 

Structural 
bolt 

Beam 
clamp 

 

Beam 
bracket 

 

 Rotate crane 
onto its feet 
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hoist (or hoist & trolley) the full usable length of the I-beam (dimension C in SPECIFICATIONS table). Return the test 
load to the ground. Perform inspections A (Before and after each use) and B (Monthly). NOTE: Perform this part C 
(Load test and a Before & after use inspection) whenever the crane is partially or fully disassembled and 
reassembled, e.g. after installing replacement parts. 
 

LABELING DIAGRAM 
Each unit should be labeled as shown in the diagram. Label content and location are subject to change 

so your product might not be labeled exactly as shown. Compare the diagram below to your Record of 
Satisfactory Condition. If there are any differences between actual labeling and this diagram, contact 
Technical Service.Replace all labels that are damaged, missing, or not easily readable (e.g. faded). To 
order replacement labels or to inquire whether your unit is properly labeled, contact the technical service 
and parts department online at http://www.vestilmfg.com/parts_info.htm or by calling (260) 665-7586 and 
asking for the Parts Department. 

 
 
 
 
 
 
 
 
 
 

 
 
 

              
 
 
 
 
 
 
 
 
 
 
 
 
 

Label 649: 

                                

 
 
 
 

 
(Both Sides of I-Beam)      Label 391 

Label 599:                                Label 397:                                 Label 398: 

     

Label 256: 

 
    

Label 532: 

 
Label 601:   Label 395:   Label 392: 

   

OR OR 

OR OR 

Label 400: 

 

OR 

Label 420: 

                                
OR 
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