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. Low-voltage controls

. Variable speed controls

. Washdown, marine and explosion-proof ratings

. Lagged, grooved and divided drums

. Cable tensioners

. Strap drum conversions

. AutoAdvance Line Spoolers

. I-Beam trolleys, Hammerhead systems

. Quick-mount brackets

. Wall-mount control stations

. Wire rope, sheaves, snatch blocks and other rigging

OPTIONS
. Rated for pulling
. Spring applied, electrically released brakes
. Fully sealed gears and bearings in oil bath 
  designed for continuous duty cycles
. Severe-duty motors
. Motors can be rotated in 90º increments
. NEMA 4X, low-voltage and variable speed 
  controls available
. Simple four bolt base-mount installation

STANDARD FEATURES

Custom designs are available to meet your exact 
requirements for any lifting, pulling or positioning 
application with pneumatic, hydraulic, electric and 
self-contained power sources.

AC ELECTRIC WINCHES
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AC ELECTRIC WINCHES
UP TO 20,000 LBS. CAPACITY 

DIMENSIONAL DATA   

All measurements are shown in inches.

PERFORMANCE

¹ Max dimension shown.           Performance based on 230/460 3Ø 60 Hz input power; other voltages available.

 

Calculated Performance

First Layer Mean Drum

   

Full DrumModel Motor HP

 

 Typical Weight
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Dimensions


